
FORM NO. L-20256-H-1200

WEB  GUIDE  CABLE  ASSEMBLY  INSTALLATION

ELECTRICAL CONNECTIONS

Connector P1 on Cable Assembly mates with connector J1 mounted on the Web Guide (See Figures 1, 2, 3 4, 5, and 6).  Refer
to the instructions furnished with the controller for controller connector information.

FIGURE 1
Nexen Web Guide and PA200 Cable Connections
Sensor Mounted on Left Side

FIGURE 2
Nexen Web Guide and PA200 Cable Connections
Sensor Mounted on Right Side

FIGURE 3
Nexen Web Guide and AE50 Cable Connections

FIGURE 4
Nexen Web Guide with Motion Systems Actuator and Proximity
Type Auto Centering Sensor and AE120 Cable Connections
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FIGURE 7
Nexen Web Guide with Motion Systems Actuator and Proximity
Type Auto Centering Sensor and GC300 Cable Connections

FIGURE 8
Nexen Web Guide with Motion Systems Actuator and Reed
Switch Type Sensor and GC300 Cable Connections

FIGURE 6
Nexen Web Guide with Motion Systems Actuator and Reed
Switch Type Sensor and GC300 Cable Connections

FIGURE 5
Nexen Web Guide with Motion Systems Actuator and Proximity
Type Auto Centering Sensor and GC300 Cable Connections

Wiring diagrams for Nexen 18 inch and larger web guides.

Wiring diagrams for Nexen 15 inch and larger web guides.
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